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Classification 23,53
M Thickness 6 mm
Herringbone
Wear layer 0.55 mm
Emboss standard

Blackjack Oak

A7 N v Extra strong

'\ /, \ v Easy-click system
TN v Beautiful design
’ AN v Integrated

i NN acoustic underlay

\ (up to 22dB ALw)
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Available sizes 22205 22218 22210

63 x 12,6 cm v v v

Classic Oak

Available sizes 24844
63 x 12,6 cm v

Classic Oak
24844

Looking for a floor that
simply clicks together?

With the new Unizip® clicksystem
your Herringbone floor is shaped
with just one plank that clicks both
ways. It’s faster. And easier.

UNIZIP%

PATENTED TECHNOLOGY




Moduleo floors with ‘embossed
in register’ technology have a Product details
realistic texture that is perfectly

) ) ) Classification 23,53

in sync with the design. 5
Thickness 6 mm
Wear layer 0.55 mm
Emboss in register

Country Oak @

Available sizes 54875 54991

63 x 12,6 cm v v

Laurel Oak @

Available sizes 51104 51914 51230 51282

63 x 12,6 cm v v v v

Sierra Oak @
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Country Oak
Available sizes 58228 58847 54875

63 x 12,6 cm v v
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Finish
In style

Moduleo also offers a range of

accessories and finishing details Design strips
to help customers to achieve « Match it or make it stand out
their perfect floor in real style. v/ Easy creation of different

areas in your interior
+ 12 matching colours

Matching and
paintable skirting End profile in metal Stair solutions

Keep

|'|' Cle(]n Cleaning kit

+~ Moduleo Daily Cleaner

Entrance mat for everyday maintenance

v Moduleo Spot Cleaner

v Seamless fit for tough stains

v Available in 3 colours
and sizes 60x90 cm

and 90x150 cm

v Moduleo Intensive
Cleaner for more
persistent dirt




We design floors so
people can create their
owhn unique spaces

We believe in the freedom to be who you are and express it in
your home. That’s why Roots Herringbone brings design and plank
versatility - a floor for every home and every style.
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